EZ-Guide Vehicle Configuration Parameters


	General
	
	
	
	

	Ant/impl offset
	
	
	
	

	Swath width
	
	
	
	

	Implement offset
	
	
	
	

	Pass code
	
	
	
	

	Autopilot RTK network ID
	
	
	
	

	
	
	
	
	

	Terrain compensation
	
	
	
	

	Orientation
	
	
	
	

	T2 filter
	
	
	
	

	Antenna height
	
	
	
	

	Roll calibration
	
	
	
	

	Hide EZ-Steer menu
	
	
	
	

	T2 tech on/off
	
	
	
	

	
	
	
	
	

	EZ-Steer
	
	
	
	

	Antenna/axle offset
	
	
	
	

	Vehicle type
	
	
	
	

	Steering wheel diameter
	
	
	
	

	Angle per turn

Slow online – increase, more aggressive turning

Oscillates rapidly – decrease, less aggressive turning
	
	
	
	

	Freeplay 

Slow speeds = higher setting
	
	
	
	

	Freeplay offset

Corrects offline R or L
	
	
	
	

	Wheel base
	
	
	
	

	EZ-Steer heading filter
	
	
	
	

	Motor speed

Jerky – reduce

Drifts offline - increase
	
	
	
	

	Aggressiveness

Slow online - increase

Oscillates rapidly – decrease

Set for quick online without  wide osicilations
	
	
	
	

	Min and max speed
	
	
	
	

	Engage angle and distance
	
	
	
	

	Disengage distance
	
	
	
	

	Override sensitivity
	
	
	
	

	Engage on AB
	
	
	
	

	Operator timeout
	
	
	
	

	Seat switch
	
	
	
	


